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1. SCOPE ( EHEH )

This specification covers the performance, tests and quality requirements for the single key
switches which have no key top(TACT SWITCHES:MECHANICAL CONTACT)AAISEHE 1 &%

SHEMAMAHERAE AT RAVMEEE - MIXAFIEZK - XKB Connectivity)

2. PRODUCT DESCRIPTION ( it )

XKB-DESCRIPTION ( it ) Part Number ( 15 )

Fefl TR 3.2x4.2x2.5 M 350gf Rk i E TS-1145A-D-B

3. APPLICABLE DOCUMENT ( 3&RX%)

The following documents form a part of this specification to the extent specified herein. In the
event of conflict between the requirements of this specification and the product drawing, the
product drawing shall take precedence. In the event of conflict between the requirements of
this specification and the referenced documents, this specification shall take precedence. (

ISR ARSER—E8 7 - EIEAERSEERN - AASEEKRSRERE PERN - DimE
KN - MREIAEWERESZXHRE DR - N RAE - )

MIL-STD-105
EIA-364
QQ-N-290
ISO/IEC- 7816

4. REQUIREMENTS ( 23 )

4.1. Design and Structure ( IR )

Product shall be of the design, structure and physical dimensions specified on the applicable product drawing.
( XKB Connectivity = mi9i% it ~ ERMYPIER T SEERAN~mER )

SEM RN

4.2. Materials/ Finish (M Rl/ZR E A )

Materials used in the structure of product shall be as specified on the applicable product drawing. (Fm 5185

PRI 2 E FriE BRI mE 4)
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4.3. Ratings ( FEINEX)
ltem (JiH) Standard (Hr#E)
Rated Voltage (Maximum )%l & Hi & 12V
DC
Rated Current (Maximum )i & HLi 50mA
, Y R e -30°C~+85C
vH BEE S
Operating temperature range L ff it £ {i From -30 to +85°C degree centigrade
Y R e -30°C~+80C
N NEREESS
Storage Temperature Rangefi {7 it £ 1t From -30 to +80 degree centigrade

5.0 TEST STANDARD ( JiRsk#4)

Unless otherwise specified, the standard range of atmospheric conditions for making
measurements and tests are as follows ( FRS BRI - ALUH T NE AN 5 A R

RASEEIT )

5.1 Ambient temperature ( FME)EE ) : 5°C to 35C
5.2 Normal humidity ( (EE2E ) : 45% to 85%

5.3 Air pressure ( 5/% ) : 86Kpa to 106Kpa

5.4 Temperature OCRE) : 40+2°C

5.5 Relative humidity (FBY)Z2E) : 65+5%

6.0 TYPE OF ACTUATION zhfEz58l
Tactile feedback (3fRiR[E])

7.0 CONTACT ARRANGEMENT 1POLES 1THROWS

(B 1 R 1 EED

Details of contact arrangement are given in the assembly drawings. (FZ#E R D2

BcED

8.0 PERFORMANCE AND TEST DESCRIPTION ( XKB Connectivity EAERMIH25EY )

8.1 APPEARANCE ( 4Nl )

ITEM | DESCRIPTION (%)

TEST CONDITION (IR

REQUIREMENT (k)

1 Appearance

C/00Y)

Visual. (B#)

Should not have any flaw
Scratch discoloration and
crushed (GAETEIR. &5,
SRR
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8.2 ELECTRICAL (E%S)
ITEM | DESCRIPTION (%) | TEST CONDITION (254 REQUIREMENT (#3k)
Applying static load twice the
actuating force to the center of the
Low level contact stem.measurements shall be made
2 | esistance. Bl ) with a 1 kHz small-current contact 100 m() Max.
resistance meter. (AR IZH1E /11E%
ST R 0, A 1 THN e
TR Ak B LSO B
Measurements shall be made following
application of DC100V potential between
3 Insulation terminals and between individual 100 m(2) min.

Resistance. (ZiZFfH)

terminals and frame for one minute. (f£
W7 5w 8, Y5 AR (Al HE N
DC100V, —43%#, EAH <18 94 i 1) 48 2% FaL FELD

4 Dielectric strength. (i
)

AC 250 V (50Hz or60Hz) shall be applied
between terminals and between

individual terminals and frame for one
minute. (£ F 53 F 2 8], 4551552 ]
Hijin AC250V(50HZ-60HZ))

There shall be no
breakdown.

(EHEF. WHFAR)

5 Bounce

€2

Lightly striking the center of the stem
at a rate encountered in normal use ( 3
to 4 operations per sec). Bounce shall
be tested when “ON” and “OFF” . (¥£

EEHMEHS(ED 34 XA RBMET
W eh i A A8 5 iR R U 30 )

Sw1t ch

Oscillograph
REE

T N

T Sih ) Zhit il

10mS Max.
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8.3 MECHANICAL ( #L##)

ITEM | DESCRIPTION (%) | TEST CONDITION (Ui 2644 REQUIREMENT (Z:k)

Place the switch such that the direction
of switch operation is vertical and then
gradually increase the load applied to
Actuating Force (31 |the center of the stem, the maximum

) 350 + 50 gf

load required for the stem to come to a
stop shall be measured. (FF<KIEIEHN A
EE ELTRCE T oK [ HEARR A0 Z B 0 S8 B
BHEARAE LE BT B U B BB K AR D

Place the switch such that the direction
of switch operation is vertical and then
apply a static load twice the actuating

force to the center of the stem, the travel

7 Travel UT#2) 0.25+0.15mm

distance for the stem to come to a stop
shall be measured. (FF&KIEHEN AR
HICETFR, I ATAESHAE 77 B S s /e F 4
G, PERHERATFEENE LTRSS

The sample switch is installed such
that the direction of switch operation is
vertical and, upon depression of the
stem in its center the whole travel
distance, the force of the stem to (10gf min.
return to its free position shall be
measured. (FFREBMES HAEEBER
K, ECHTENHER P O _ERADNES, #
W R 2] 5 B Az B R &2 71D

8 Return Force

GRIE A7)

Placing the switch such that the There shall be no sign

. . . . . of damage
direction of switch operation is vertical, mechanically and
a static load of 3 kg shall be applied in i
Static Strength (#:1E 9 PP electrically.
9 the direction of stem operation for a CTENLIR B B A F 4R G i

B period of 60 seconds. (FFREIZIEHFIA %)

T|EME IR, FEHWEFT N 3Kg K
R, 60 FPAFIE)D
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Stem Strength (3
R

10

Placing the switch such that the
direction of switch operation is
vertical,the maxitrnm force to withstarxt
a pull applied opposite to the direction of
stem operation shall be measured. ([
TR, EFAREBRIETREE, IEWNSIES
[6] [ 777 T A 7 B B B i s R AR 2 A7)

1Kgf

11 | Operating Life (Zh1E

AR

Measurements shall be made following

the test set forth below: % F 7l & /4317

e

(1)DC 5V 5mA resistive load. DC 5V

5mA FHiE5

(2) Rate of operation: 2 to 3 operations
per second ZMEMZE: 2-3 K/ GH

(3)Depression: 350 gf WIES

(4)Cycles of operation BhfE K Hi:

10x10*cycles

Contact resistance #fit
HFH: 100 mQ) Max.
Insulation resistance 4
#ZHH : 100mQ Min.
Actuating force: Zh1E /1
+ 30 %or- 30%of initial
force. +30%¥IEEFNESN
Item 8.2.2

Item 8. 3.7

Vibration
Resistance (#z3h)

12

Measurements shall be made following
the test set forth below: # T 514&43#17

HLIRSNIAL

(1) Range of oscillation:10 to 55Hz 33
I

(2) Amplitude,pk-to-pk:1.5mm #EIiE : I
% 1. 5mm

(3) Cycle of sweep: 10-55-10Hz in one
minute, approx.fA# A #H: 10-55-10Hz Z&1—
SHBh

(4) Mode of sweep: Logarithmically
sweep or uniform sweep. HIFEHFA:
A EE T

( 5 ) Direction of oscillation 3z} /5 [H:

Three mutually perpendicular

directions, including the direction of
stem travel. 3 MEEERE G F, BIFHEMRT

BHm
( 6 )2 hours each, for a total of 6hours.

B 2 /AR 6 /DR

Item 8.2.5
Item 8.3.6 ~ 8.3.7
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Measurements shall be made following
the test set forth below: % T %] & fFi#47
MR

(1) Acceleration: 80g R

Impact ~ Shock | (2) Cycles of test : 3 cycles each in
13 Resistance (3 6directions, for a total of 18cycles X
&) W A 3 K6 A 18 % Item 8.3.6 ~ 8.3.7

t

Item 8.2.2

8.4 ENVIRONMENTAL (¥/1% XKB Connectivity)

ITEM | DESCRIPTION (%) | TEST CONDITION (it 2% 4 REQUIREMENT (k)

Test temperature:245:5°C Test
time :5sec During test,the stick
detect temperature in the
oven.Then switch terminal soak in

The area must be reach
90% on the surface of

14 Solder ability the oven.It put 2min under normal switch terminal
CRTJEME D temperature after testing. FMT AR TR
R 245+5C WA 5s; Wl | 7 oo

i ARG S R PR TRAS
Heeht, EREAfRE; WREEFR
THREEER T#ILE 2 28

Following the test set forth below the
sample shall be left in normal
temperature and humidity conditions
for one hour before measurements | Contact resistance: 100
are made: P53 T 5| &4 34T #IE | mQ Max. EffrfH

15 Moisture Resistance (i | R4 06 J5 7 TF 3% I BRI {8 BF &4 T i | Insulation .resistance:
) B 1 NS 100 MQ Min. 482k HH

(1) Temperature 5/¥: 6012°C em 8.24, 8.2.5
(2) Relative humidity FXHEE: |tem3.3.6~8.3.8
90 to 95%
(3) Time B H]: 96hours
Water drops shall be removed. R 7KEk
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Following the test set forth below the
sample shall be left in normal
temperature and humidity conditions | Contact resistance: 100
for one hour before measurements mQ Max. BfuieFH
16 TLow Temperature | are made: # &% FHIFMAHATHEIERX | Insulation resistance :
Resistance iff&iE | X ARFEEFRENEEXRGTHE 1 | 100 MQ Min. 4% eifH
/NI JE I SE Item 8.2.4. 8.2.5
(1)Temperature & Z:-4012°C Item 8.3.6~8.3.8
(2)Time B} [A): 96 hours
Water drops shall be removed.# & 7/KEk
Following the test set forth below the
sample shall be left in normal
temperature and humidity conditions | Contactresistance: 100
for one hour before measurements mQ Ma.lx. j%@EEBﬁ
17 | Heat Resistance fif# | are made: B i T8I &4 HEAT I Hi Insulation .reS|stance :
%, WU FE E R BN A Ficg 1 | 100 MO Min. Z55m
/J\Hﬂ‘}ﬁﬂﬂ% Item 8.2.4. 8.2.5
(1) Temperature HEfF: 85:2°C Item 8.3.6~8.3.8
(2) Time#fiE: 96 hours
Following ten cycles of high
temperature test .The Sample shall be
Placed in Normal temperature and
humidity Conditions for one hour
before measurements are made.
During this test, water drops shall be . ]
removed. ¥ f3% T 5 &4 AT B IRIEER ::;1 t:;;t;e;;;gg +100
18 Change of W, ﬁtgﬁ}ﬁ EERBEFEREFFTHE | |nsylation resistance :
Temperature EEMREIHF | 1 DEENE __| 100 MQ Min. #agea |
oy . TR E A 48622C ltem 8.2.4, 8.2.5
________ 1 cycle B: —40£2C Item 8.3.6~8.3.8
A C: 2 /pBY
uu ] D: 1 /MEF
5 i — E: 2 /NEF
: F: 1 /MR
i J-D =% *FJ GEES o
Cvclina: 5 cvcles
The salt spray test shall be
conducted at the following
condions : FS FAFIHTES | hemreronosios
19 Salt Spray Test 2t other undesirable
HERR (1) Density GRE) : %W (6£1)% Nacl  |phenomena. (JMWZATALE.
(REH L) Fib. BHERRAR)
(2)Temperature & E: 3512°C
TimeR}[8]: 24hours
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Hand Soldering
FIEE

20

Please practice according to bellow
conditions: ( H#UAT &H3ATER )
(1) Soldering temperature 24$3iE B :
<350°C

(2) Continuous soldering time Z4E /54
FfME]: <3 S

(3) Capacity of soldering iron B8 £k T
#: <60 W

Should not have any flaw
scratch and crack.

(BEMZIR. FRBED

Automatic Flow

21 Soldering (HBIEE)

For the product of SMT , type solder
according to the following conditions

XtF SMT /=8, AT R AT IR

surface of product temperature
G i T o
HEEEER () 260°C max. 3sec max.

230°C /i peak temperature

1 1

120sec_max, 40s ‘""91‘-
pre-heating (Fif

3 ~ 4min. mox. |

time inside soldering equipment{F FiEITE[E

time B(E](ED)

Caution: the condition mentioned
above is a temperature on the PWB
surface on which parts are mounted.
There are cases where PWB
temperature greatly differs from
switch's surface temperature
depending on PWB material, size,
thickness, etc. The switch's surface
temperature shall not allowed to
exceed 260°C & : M ERENEZSRAT
4 - PWB REMIEE, BT PWB K
B R~ EESARE, PWB W REKH
RENBEHSFARREAR, Bk, F

F/NODABLEFF SRR TR E T 260°C

Should not have any flaw
scratch and crack

(AR BARER)
No visual damage to

insulator.

(BGEINEEEZ)
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9.0 XKB CONNECTIVITY OTHER PRECAUTIONS EM EEEIN :
9.1. Following the soldering process, do not try to clean the switch with a solvent or the like.

HITIREIRED - ADIAAFE R L@EAHR
9.2. Safeguard the switch assembly against flux penetration from its topside.

B LEBNEFI M RV TTUR 2 A
9.3. Please have the products keep in close status and the storage time is 90 days guaranty
after delivering the goods at most. X5 [E{RIEA R T HEBRSH EFRE 90 XELH

10. REEL PACKAGING #3%

10.1. Scope 3B [E: This specification covers the requirements of the reel packaging for
SMT standard type of tact switches. IZASE &= SMT #r AL L oh T
RIS RRAEK

10.2. Packaging Material £22 47k}

ITEM InHQ DESCRIPTION i%AA
Package ©J%% Cartons FiE%
Reel % Delete Cartons OJf£f2%E

Carrier Tape 7 | Polypropylene EA

10.3. XKB Connectivity Packaging Quantity =% =
Please refer to the packing drawing. 155 & 7~ B2 E 4],

Created/
Revised by

01 New Release 2021/09/03 Josephine Lin

Rev. Description Date revised
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