XKB ; Doc. No. X-A0162-47 Page No. 1/7

-’

P tf Date Issued 2024-07-29 Prepared by Shanzha
Date revised 2024-07-29 checked by Sangshen

Product Specification Rev. No. A0 Approved by Willy

Title : 2.54mm Pitch X9555-A Series Connector

1. SCOPE ( i&HSEH )

This specification covers the performance, tests and quality requirements for the2.54mm series wire
to board connector. ( XKB Connection ZAFIEIK G 1 75 2. 54mm RIVLIBERE AVERE .

BRI B ZE5R)

2. PRODUCT DESCRIPTION ( Fgafit )

Part Number ( 5 )
X9555T-PSN-X
X9555H-2x03A-PT
X9555H-2x03X-PT
X9555H-2x03A4-PTAuSn
X9555HX-2x03A-PTV01
X9555HX-2x03B-PTV01
X9555HX-2x03C-PTVO
X9555H-2x03A3-PTV01
X9555HI1-2x03A-PTAUN
X9555WR-2x03A-PTV01
X9555WVS-2x03A-6TV01
X9555WV-2x03A-PTV01
X9555WR-2x03-6TVO01
X9555WVS-2x03-9TV01
X9555WVS-2x03E-9TVO1
X9555WV-2x03-6TV01
X9555WV-2x03A-6TVO1

DESCRIPTION ( ##it )

Terminal ¥ 1

Housing X 5%

Wafer %} iz

3. APPLICABLE DOCUMENT C&R 3¢
The following documents form a part of this specification to the extent specified herein. In the
event of conflict between the requirements of this specification and the product drawing, the
product drawing shall take precedence. In the event of conflict between the requirements of
this specification and the referenced documents, this specification shall take precedence. (XKB
Connection T HSCAFMI ARG — &R 73, FEMINE TEEIN « ARTEER 57 i B 40 R
I, U O HE . ERAVE R R 5 S H AR AE MR, BLAAETE Syt )
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4. REQUIREMENTS (ER)

4.1. Design and Structure ( RITFFIZEH )

Product shall be of the design, structure and physical dimensions specified on the applicable product
drawing. ( XKB Connection =mMigit « EHAYIERSTSEERN~mELR )

4.2. Materials/ Finish (31l/ 2 H 4L H)

Specification Materials Disposal of Surface
AR A i REAE
Terminal 37 Phosphor Bronze 754 G01-Contact Gold Flash SN-Bright tin plating30u
Ni;70u" Sn
Housing 5% PBT UL 94V-2/UL94V-0
Wafe | Base PBT / PAGT/PAST UL 94V-2/UL94V-0
s PIN Copper Alloy VO1-All Gold Flash

Please Refer to the Project drawing for the above Specification. (i %% UL TFE K A #E)

4.3. Ratings ( ZNEINR)

XKB Connectivity Item ( I H ) Standard ( 71 )
Rated Voltage (Maximum) % i€ HLJE 250V
— AC/DC
Rated Current (Maximum) %Ji5& FL i 3A
-40°C~+125C

, IE R 3
Ambient temperature Range /R | o 0 oe degree centigrade

AWG 22#~28# X9555T-PSN

/
17

Applicable wire insulation O.D i& 4k
AWG 22#~26# X9555T-PSN-A

NOTE#& T : Including terminal temperature rise F}-Ii R 3% 1

5. TEST STANDARD (JUiR% )
5.1 Unless otherwise specified, the standard range of atmospheric conditions for making
measurements and tests are as follows ( RSB A RASN - LA TT N ZE AN B4R E

WigRHseEA T )
Ambient temperature ( }MEEE ) : 5C to 35C
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Normal humidity ( IEEXEE ) : 45% to 85%
Air pressure ( S/% ) : 86Kpa to 106Kpa

5.2 However if doubt arises on the decision based on the measured Values under the
above-mentioned Conditions.The following conditions shall be employed: ({H 7%}
58 P AR B R I T IR A S D
Temperature CREE) : 20+2°C
Relative humidity (#EXEE) : 65+5%

Air pressure ( S/% ) : 86Kpa to 106Kpa
6. PERFORMANCE AND TEST DESCRIPTION ({f:fef0iiR2k%)

6.1 APPEARANCE ( 5hI )
ITEM | DESCRIPTION (2% ) | TEST CONDITION (JlliXZ:4) REQUIREMENT (23K )

Should not have any flaw
Appearance . Scratch discoloration and
1 Visual. (H#)

(4P crushed (TAEAEIR.
EHAZRTY )

6.2 ELECTRICAL (85
ITEM | DESCRIPTION (27%) | TEST CONDITION (illi#tZsf4) REQUIREMENT ( 33k )

Based upon EIA-364-06A.

Mate connectors, measure by dry
circuit, 20mV MAX, 10mA. (AR 4,
FREE 20mV CAF, B 10mA PZER | Initial (FIZE) : 20 mQ Max.

After Test (K5 ) : 30 mQ
Max.

contact resistance (%

1 S # 4B O

Based upon EIA-364-21B/MIL-STD-202
Method 302 Cond. B

Mate connectors, apply 500V DC
between adjacent terminal or ground. 1000 MQ Min.

(ABRELE, EHAR T, WIS 208,
fEFH 500V FIE R, AERESS)

5 Insulation
Resistance (#4£fHbi)
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Dielectric strength (ffif

Based upon EIA-364-20A/MIL-STD-202
Method 301

Mate connectors, apply 600V AC for 1
minute between adjacent terminal or

There shall be no

et T EEARE S )

MAX, 10mA. (#ILk)52 4T, FFREEE 20mV
DAF, BBV 10mA Kl dEiEeR)

e ) ground. (AT, EANT, Wl L SENCONE
R, fEF 600V AT 1 408, Kl
HR)
Crimp the applicable wire on to the
Contact resistance on terminal measure by dry circuit 20mV
4 | crimped portion (4jz% y dry 20 mQ Min

6.3 MECHANICAL ( A4

ITEM

DESCRIPTION (%)

TEST CONDITION (i)

REQUIREMENT (23K )

Terminal/ Housing
Retention Force

G TRFF /1)

Apply axial pull out force at the speed
rate of 25.4t3mm/minute on the
terminal assembled in the housing.

(BAE4 25.44+3mm FIEE, BT
Housing WHIHIEHKIAE. )

19.6N {2.0kgf}Min.

Terminal Insertion

Insert the crimped terminal into the

2 housing. 9.8N {1.0kgf} Max.
Force CiiFHEAL) (IR )5 2 35 T4 Housing BB K HE)

Apply axial push force at the speed
rate of 25.4 1+ 3mm/minute.
(B4 25.4+3mm FISEZR, ¥ PIN 4FA

3 PIN Retention Force | Wafer pyHli[aikHiHE ) 14.7N {1.5kgf} min.

PUSH
(PIN §HR¥7 71D :
Fix the crimped terminal, apply axial AWG | #22 | #24 | #26
Tensile strength . .
] pull out force on the wire. (Do not crimp Spec
4 (C-rlmpedm insulation part). (BEEHLEWT, kg Mi-n 30 20|10
connections) CRTE | e 5o H MBI AR/ B
HIREED AWG | #28
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Spec.
Pee- 1 0.8
kgf. Min.

Note> As for unspecified
wire sizes in this
specification define values
with clients

Repeated Insertion/

When mated up to 30 cycles
repeatedly by the rate of 10 cycles per

Contact Resistance (3ffifH

Shock (i A1)

Waveform ()
490m/s2{50G}, 3 strokes in each X.Y.Z.

axes.

CISEE B K 506, 3% 3 NEAEEEKFH)

: half sine,

Withdrawal minute. (MEHMEREE 10 REKER, P : 30 mQ Max.
(EEHREHR K ARHER 30 K.
Based upon Appearance #i:
ElA-364-28B/MIL-STD-202 Method No Damage &R
213B Cond.A
6 | vibration (I Amplitude (358> : 1.5mm P-P Contact Resistance £l
1bration ¥ ‘ .
Sweep time (Ji%) : 10~55~10 HZin1 | 20v:30 mQ Max.
minute Di tinuity KT 1
_ _ ] iscontinuity :
Duration (F#£Bf ) : 2 hoursineach | .. 0 <o 0nd Max.
X.Y.Z axials. (5K 2 /M)
Based upon
EIA-364-27B/MIL-STD-202 :pp;arance 351'3 té‘?ﬁ
Method 213B Cond.A © bamage
, Pulse width (FaifE)D : 11 msec., Contact Resistance i

FEHL: 30 mQ Max.

Discontinuity [r: 1
micro- second Max.

6.4 ENVIRONMENTAL (31%)

ITEM

DESCRIPTION (%)

TEST CONDITION (illlitZ&f4)

REQUIREMENT (23K )

Temperature Rise (JEFf

W)

Carrying rated current load. (UL
1977) (ABNHE)G, EEIHEHAT,
BTl 7 H IR BE D

30°C Max.

Heat Resistance (i)

Based upon MIL-STD-202

Method 108A Cond.A
12512°C,96 hours.

Appearance #:

No Damage TR
Contact Resistance #fiifH
$i:30 mQ Max.




Cold Resistance (fii#

Based upon EIA-364-105
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No Damage &Ik

4 |Humidity ( fi@H)

ElIA-364-31A/MIL-STD-202

Method 103B Cond.B

Temperature (BE) : 40+2°C
Relative Humidity (G2F) : 90~95%
Duration (#4ERtA]) : 96 hours

) Contact Resistance #filifH
-4015°C,96 hours. #i:30 mQ Max.
Based upon Appearance #Mi:

No Damage LR
Contact Resistance # fii fH
$i:30 mQ Max.

Insulation Resistance #5%
[H#t: 1000 MQ min.

Based upon EIA-364-32B

Solder Temperature J£E:E & 24515C.

S cycles of: Appearance 5
5 | Temperature Cycling | 3).557C 30 minutes. No Damage L&k
CREEIR) Contact Resistance # fili f
b) +85°C 30 minutes. $i:30 mQ Max.
(M-55CHesE 30 4HEFZE+85CHRELE 30
o748, 1% 5 W)
Based upon
EIA-364-26A/MIL-STD-202
Method 101D Cond.B
Appearance MR :
+
. Salt Spray 2441 houri eoxposurt.a toa sal-: s:pray No Damage TR 1
CEKIEE) from the 5+1% solution at 35+2°C. Contact Resistance £ fii [
(FERBE 35+2°C, H/KIRE 51 1%, 2K (3;:30 mQ Max.
% 24+ 1 /MR
B BTN R 40 e G ST
Solder-ability Based _upon_ EIA-364-5‘2 Immer_sed area must‘s!mw
7 (YREBI 1 ) Soldering Time ##:k1H]: 3+0.5second. |NnO voids, pin holes. &iiH

FEI5H L

Solder- Resistance

8 )

Based upon EIA-364-56A

Soldering time J&#:}[7]:3~5 sec
Solder Temperature /888 & :26015C.

Appearance #¥1:
No Damage T A#1R

7.PACKAGING ©lx

Please refer to the packing drawing. 15Z

W
Uit
W
B0
(@
Wi
IR
ﬁ
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8. SOLDERING /&% :

8.1. Wave soldering ( j&ZI£47 ) : DIP Suggestions solder temperature at 260°C(500°F) max.5
seconds . DIP BUHEE 1R B8R E 0 260°C ( 500°F) % 5 %)

8.2. Hand soldering (&) : Use a soldering iron of 30 watts controlled at 350°C
approximately 5 seconds. while applying solder.
5/ 30W JBER IR E T 350°C, EENKA 5

8.3. Reflow soldering profile( [EI}FI2 ):When the maximum temperature of the reflow furnace
is 260 °C and the temperature is 260 °c. 10 seconds MAX. (reference) SMT Z![ClE¥F
& emE A 260°C - JRE N 260°CH - HEINEABE 107 ( 1E )

800 —
5}
1 e Peak temp
J 255-260° €
w5

) Soak Zone
200 4 150° C~200° C  60-1208 Over220° T 30-90%

frekeat Zone

160° CE-FHRMAEQ” C/F mE @) S
1 | ] 1 | 1 - 1 | 1 | 1
o 30 L] 90 12 B0 180 0 M40 270 300 330 o 390
Rev. Description Date revised Crgated/
Revised by

A0 New Release 2024/07/30 Shanzha
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