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1

2. SCOPE ( EH5EH )
This specification covers the performance, tests and quality requirements for the4.2mm series wire
to board connector. ( XKB Connection ASKUIEATE T o5 4. 2mm ZR 4122 AR &2 28 PERE . I

A5 B 2R

3. PRODUCT DESCRIPTION ( ™ mnffiit )

DESCRIPTION ( #it )

Part Number ( 5 )

Terminal ¥ 1

X9357TF-BSN-H

X9357TF-BSN-L

X9357TF-BSN-M

X9357TM-BSN-H

X9357TF-BSN-H

X9357TF-BSN-L

X9357TF-BSN-M

X9357TF-PSN-LU

X9357TF-PSN-LU

Housing X 5%

X9357HM-02-N2

X9357HF-021-N2

X9357HF-02G-N2

X9357HF-02G-NO

X9357HM-02-NO

Wafer 4t

X9357WV-02-N2SN

X9357WR-02-N2SN

X9357WRS-02S-N2SN

X9357WRS-02ES-N2SN

X9357WV-02HN-N2SN

X9357WV-02FS-N2SN

X9357WR-02-46SN

X9357WR-02S-NOSN

X9357WV-02-LPV01

X9357WV-02-LPSW

X9357WR-02-LPV01

X9357WR-02-LPSW
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4. APPLICABLE DOCUMENT G&HXH)
The following documents form a part of this specification to the extent specified herein. In the
event of conflict between the requirements of this specification and the product drawing, the

product drawing shall take precedence. In the event of conflict between the requirements of
this specification and the referenced documents, this specification shall take precedence. (XKB

Connection NHISCAFFIEA LI — &5y, FESLHUE VLRI . AL ER 577 5 BAUH 1R
I, PO e O WRAE N ESR 5 S5 R AR, MBARIE . D

5. REQUIREMENTS (&E3k)

5.1. Design and Structure ( RIHFIZEH )

Product shall be of the design, structure and physical dimensions specified on the applicable product
drawing. ( XKB Connection ™ miyixit - SHAMYIER T SZFEANmEL )

5.2. Materials/ Finish (#4%}/2 i 4b3H)

Specification Materials Disposal of Surface
S d N ES # R R
Brass 4/

Terminal ¥ ; ing :30u" Ni70u" .
Phosphor Bronze 74 Stamping Before Plating :30u" MIN. Ni70u"Sn MIN

Housing 5% PAG6 UL 94V-2/UL94V-0
Wafe | Base PA46 | PAG6 UL 94V-2/UL94V-0
- PIN Brass 7 Over Tin 70u” Min Plated ; Over 30u” Min Nickel

Please Refer to the Project drawing for the above Specification. (_Fi& 2% LA T2 K A HE)

5.3. Ratings ( BIEINE )

XKB Connectivity Item ( TLH ) Standard ( 17 )

Rated Voltage (Maximum) % 5€ & 600V

Rated Current (Maximum) %l 5& H. i 9A

AC/DC

-45C~+125C

. VE B I
Ambient temperature Range f{ATRIEER | o o o0 degree centigradse

AWG 18#~22# X9357TM-BSN

Applicable wire insulation O.D & £k 1%
AWG 16#~22#X9357TM-BSN-H
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AWG 20#X9357TF-BSN-M

AWG 18#~24# Insulation O.D.
12.1mm(Max.)X9357TF-XSN-L

AWG 16#~24# Insulation O.D.
3.1mm(Max.)X9357TF-XSN-H

AWG 20#~26#X9357TF-PSN-LU

NOTE# < : Including terminal temperature rise i MR & b1

6. TEST STANDARD (M%)

5.1 Unless otherwise specified, the standard range of atmospheric conditions for making
measurements and tests are as follows ( BRSAERAAIN - LT ZE TN B4R E
WIRZRASCEA )
Ambient temperature ( #&2E ) : 5C to 35C
Normal humidity ( IEE)ZEE ) : 45% to 85%
Air pressure ( 5% ) : 86Kpa to 106Kpa

5.2 However if doubt arises on the decision based on the measured Values under the
above-mentioned Conditions.The following conditions shall be employed: ({H&7E X%}

FE PP BRI, 3% R IR IRAS STt
Temperature CEE) : 20+2°C
Relative humidity (FHXEE) : 65+5%

Air pressure ( 5% ) : 86Kpa to 106Kpa
6. PERFORMANCE AND TEST DESCRIPTION (8838 %E! )

6.1 APPEARANCE ( NIl )
ITEM | DESCRIPTION ( %% )

TEST CONDITION ( MMzt ) REQUIREMENT ( 23K )

Should not have any flaw
Scratch discoloration and
crushed CEAEfIZUR. Fl43.
VEE 1 )

Appearance

(M) Visual. (B#L)

6.2 ELECTRICAL (&85 )
ITEM | DESCRIPTION ( 2% )

REQUIREMENT ( Z3K )

TEST CONDITION ( MslsRf )
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contact resistance ( 1%

ARRE T )

Based upon EIA-364-06A.

Mate connectors, measure by dry

circuit, 20mV MAX, 10mA. (A&REE,
FREE 20mV PAF, BRI 10mA AR
B AB XD

Initial (FJ4E) : 10 mQ Max.
After Test (X )5) : 20 mQ

Max.

Insulation
Resistance ( £&4FEH1 )

Based upon EIA-364-21B/MIL-STD-202
Method 302 Cond. B

Mate connectors, apply 500V DC
between adjacent terminal or ground.

(ARERE, TEHNT, WTS5HAZE,
fEFH 500V MBI H, RIEESRS)

1000 MQ Min.

Dielectric strength (it
BB E)

Based upon EIA-364-20A/MIL-STD-202
Method 301

Mate connectors, apply 1500V AC for 1
minute between adjacent terminal or
ground. (ASHELE, EMPET, W1 Hi
A2 0|, R 1500V RACHE 1 2080, Rl
7

There shall be no
breakdown.
(FBEF - BhAIR)

Contact resistance on
crimped portion ( fil%
5% FiZREpE BT )

Crimp the applicable wire on to the
terminal measure by dry circuit 20mV
MAX, 10mA. (I4R)5 25T, FFRCEE 20mV
PAF, HIR 10mA A EEE)

10 mQ Min

6.3 MECHANICAL ( #L##)

ITEM

DESCRIPTION ( %)

TEST CONDITION ( MR )

REQUIREMENT ( &3k )

Terminal/ Housing
Retention Force

G FREF A7)

Apply axial pull out force at the speed
rate of 25.43mm/minute on the
terminal assembled in the housing.

(LAG4) 25.4+3mm HIEE, BHIRF
Housing WHIMIRHKIAE. )

24.5N {2.5kgf}Min.




; Doc. No. X-A0162-31 Page No. 5/7

C%T-’g,lé tf Date Issued 2024-07-29 Prepared by Sangshen
Date revised 2024-07-29 checked by

Product Specification Rev. No. A0 Approved by Willy

Title : 4.2mm Pitch X9357 Series Connector

2 Terminal Insertion

Force (hiTFHEAID

Insert the crimped terminal into the
housing.

(PR J5 2 % T8 Housing FrR B KI1E)

14.7N {1.5kgf} Max.

3 PIN Retention Force
(PIN &HR%F 71D

Apply axial push force at the speed
rate of 25.4+3mm/minute.

(PA44) 25.4+3mn WIEEE, B PIN £FM
Wafer W%rﬂ%ﬁtﬂ?@@% )

13.7N {1.4kgf} min.

Fix the crimped terminal, apply axial

B AR 30 K. )

AWG #16 | #18 | #20
pull out force on the wire. (Do not crimp
insulation part). ([EEHLEKHET, i | Spec.
P2k 5 T4 B TR ) kgf. Min.
Tensile strength AWG | #22 | #24 | #26
4 (C-rlmpedm Spec.
connections) (i1 JE kgf. Min.
EIRED
Note> As for unspecified
wire sizes in this
specification define values
with clients
R ted I tion/ When mated up to 30 cycles
5 epeate@ InSertion” | e peatedly by the rate of 10 cycles per | Contact Resistance (i
Withdrawal minute. (CAESERET 10 RIER, 1 : 20 mQ Max.
(EEHEHO

6 | Vibration ( fif#RzNt4E )

Based upon
EIA-364-28B/MIL-STD-202 Method
213B Cond.A

Amplitude (#1E) : 1.5mm P-P

Sweep time (JHiZ) : 10~55~10 HZ in 1
minute

Duration (#f2ER}[E]) : 2 hours in each
X.Y.Z axials. (&8 2 /N

Appearance 4L :
No Damage LR R

Contact Resistance #fi
FH#%:20 mQ Max.

Discontinuity B#7:1
micro- second Max.
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Based upon
P Appearance 4

7| Shock (it tht4)

ElIA-364-27B/MIL-STD-202

Method 213B Cond.A

Pulse width (##BfE)D : 11 msec.,
Waveform () : half sine,
490m/s2{50G}, 3 strokes in each X.Y.Z.
axes.

CInE EE B 506, % 3 ANEAHBEXEHIT A)D

No Damage &R

Contact Resistance il
FH3T:20 mQ Max.

Discontinuity B#i:1
micro- second Max.

6.4 ENVIRONMENTAL (31%)

ITEM | DESCRIPTION ( %! )

TEST CONDITION ( M=% )

REQUIREMENT ( &3k )

Temperature Rise (27
st )

Carrying rated current load. (UL
1977) (ABEXE)S, BT HE BT T,
Bl s& iR B D

30°C Max.

2 |Heat Resistance (fif#t4)

Based upon MIL-STD-202

Method 108A Cond.A
125+2°C,96 hours.

Appearance 5} :
No Damage L ®IR

Contact Resistance #filifH
$1:20 milliohms Max.

Cold Resistance ( itZ
)

Based upon EIA-364-105

-45+5°C,96 hours.

Appearance M :

No Damage Tt #1R
Contact Resistance #fiifH
$1:20 milliohms Max.

4 |Humidity ( fif3EH )

Based upon
ElIA-364-31A/MIL-STD-202

Method 103B Cond.B

Temperature CGEJE) : 40+2°C
Relative Humidity (G2) : 90~95%
Duration (F4ER}[E) : 96 hours

Appearance 4N :

No Damage T #IR

Contact Resistance # fili [
$1:20 milliohms Max.
Insulation Resistance %
BE#1: 1000 MQ min.

5 Temperature Cycling
('BEFER )

Based upon EIA-364-32B
5 cycles of:

a) -55°C 30 minutes.

b) +85°C 30 minutes.

(M-55CHr&L 30 HEFHE+85°CHRLE 30
56, 83 5 W)

Appearance 5 :

No Damage T&F4R

Contact Resistance ¥ fili [
$1:20 mQ Max.
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6 Salt Spray
EhKIHE )

Based upon

EIA-364-26 A/MIL-STD-202

Method 101D Cond.B

2411 hours exposure to a salt spray

from the 5+1% solution at 35+2°C.
(FEIRFE 35+2°C, ThAIREE 5L 1% T, #hK

W% 24+1 /NE)

e BTN R R S B B

Appearance 4 :

No Damage T #1R

Contact Resistance #: il [
$1:20 milliohms Max.

Based upon EIA-364-52

Immersed area must show

Solder- Resistance

8 (EHT R )

Soldering time &k []:3~5 sec
Solder Temperature /285 5:260+5
°C.

Solder-abilit . .
7 ( ‘k%i%l‘ﬁ%’ti); Soldering Time 282/} /8] 3+0.5second. |no voids, pin holes. B
b= =4 )
Solder Temperature /&85 & : 245+5°C. RFISHLL L
Based upon EIA-364-56A
Appearance 5} :

No Damage L ®IR

7.PACKAGING 8%

/Ry

Please refer to the packing drawing. 152 Z 7 e E4]

8. SOLDERING J2#z :

8.1. Wave soldering ( j&# &% ) : DIP Suggestions solder temperature at 260°C (500°F) max.5

seconds . DIP BUHZE R EIRH)REN 260°C ( 500°F) % 51

8.2. Hand soldering ( & & ) : Use a soldering iron of 30 watts controlled at 350°C

approximately 5 seconds. while applying solder.
£H 30W BERIEFDRET 350°C RN KLY 5/

8.3. Reflow soldering profile( [EIF & ):When the maximum temperature of the reflow furnace
is 260 °C and the temperature is 260 °c. 10 seconds MAX. (reference) SMT Z![ClE¥F
ERemEAN 260°C - EEN 260°CH - HENBARBY 107 (W& )
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300 —
o
I & Peak temp
] 255-260° ©
ol &
201
:m:-
] Soak Zone
2004 150° C~200° C  60-1208 Over220° T 30-90%
sl
: rrekeat Zone
§ 150" CEFHAMEG® O/ W #) S
n || 1 N S | SISO O YRy [T S TR | | S (ST
U] 80 90 15 560 180 20 40 270 300 330 360 390
oy . Created/
Rev. Description Date revised -
Revised by
A0 New Release 2024/07/30 Sangshen
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